Ref no: WBGB/S24/RO/ 776 /12026-27 Date: 20-07-2026

Inviting tender for the Furniture work & Electrical work for the renovation of AMUHARA BRANCH
under South 24 Parganas Region.

West Bengal Gramin Bank invites Sealed Tenders from reputed, experienced and Eligible Contractors /
Agencies/ suppliers for furniture work for AMJHARA BRANCH (Amjhara, South 24 Pargana, Pin:743329) as
per work schedule and specification considering the following terms & Conditions. Specifications of Works
are given in ANNEXURE -A.

Scope of Work:

Furniture Work & Electrical Work .
Eligibility Criteria:

The bidder must have prior experience in undertaking similar renovation works in Banks, Government offices
or Financial Institutions.

Valid Trade License & GST registration Certificates are mandatory.

Financial soundness and capability to complete the project within stipulated timeline.

Important Dates:

Issue of Tender Document: 20-07-2026
Last Date for Submission of Tender: 03-08-2026 during Office hours.
Opening of Tender: 4" August 2026 at South 24 Parganas Regional office.

Submission of Tender:

Tenders must be submitted in sealed envelops, clearly superscribed as “Tender for Furniture Works &
Electrical works of Amjhara Branch, WBGB” and addressed to: “The Regional Manager, West Bengal
Gramin Bank South 24 Parganas Regional Office, KM Skyliner ,Dakshin Panchpota,PO-Panchpota, Kolkata-
700152,

Terms & conditions:

The Regional Manager Reserves the right to accept or reject any or all tenders without assigning any reason.
The Tenderer must visit the site before submitting the tender to assess the scope of work.

The supplier shall be responsible for the replacement or repair of any defects discovered within 03 (Three)
months of installation at their expenses.

Uncompromising adherence to material and workmanship quality standards is required.

The quotation must specify the proposed project completion time, and any deviations or delays may result in
penalities against the original invoice.

Payment will be rendered upon satisfactory completion of the work, as outlined in the work order.

For any defect has been detected after installation, supplier will have to replace /repair the same on his own
cost.

No compromise will be accepted with quality of the material and quality of work.

The quoter must have prior experience in undertaking similar renovations works in Bank’s or Financial
Institutions.

Valid GST Registration Certificate is mandatory.
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Unit

Qnty,

Rate (Rs.)

Amount (Rs.)

,sTrE.Tf Description

Suppl)fing ‘f'Ft'ng and fixing of Cash Counter Cabin (1500 mm. x 3000 mm x 2100
mm. high) with 65 mm. thk double skin laminated glazed partion at 2 sides & back
with 6 mm.BWR‘ply (IS 710), 1mm thk laminate of }1ppmvnd make & shade & 6 mml
thk. glass including 1 no. door frame & 35 mm. thk. flush shutter at back partition of
each counter. At front, the total ht. will be 1650 mm uplo 750 mm. with working
countgr and rest with 12 mm {hk toughened glass with necesary slit & hole for
operation.Locking system of the door would be a Godrej Mortice lock fixed at 900
mm. level. Counter of 900 mm. wide to be made with 19 mm. thk. block board to be
completed with drawer unit (3 drawers), keyboard tray, foot rest, cpu trolley etc. as per
architects dwg. Rates to be quoted for each counter as per architectural drawing

unit

10

Cash Cage Side Partition

200

Providing and fixing in position Cash Cage Side Partition (2100 mm. high) with 1050
mm. solid, then 900 mm. partly glazed (as per drawing), made out of wooden section
as internal framed structure spaced not more than 600 mm. c/c bothways, double skin
partition fixed to frame made of 6 mm. thk. approved ply (ISI Marked, Sylvan, Globe,
Austin), finished both side with approved laminate (Aica, Sentury lam).oors.

sq. ft.

50.00

13

Free Standing Table

Providing & erecting in position free standing table made of 19 mm. thk. Block board
(ISI'Marked, Sylvan, Globe, Austin) for Tablr Top, sides & modesty panel, finished with
laminate of approved shade & make (Aica, Sentury lam). The table will be made multi
locks of Godrej make & other necessary hardware accessories including SS handles,
pvc wire manager, 1 no, keyboard tray, etc. of approved quality.

size : 1800 mm. x 750 mm. x 750 mm.(h) including side credenza of size : 900 mm. x
400 mm. x 750 mm.(h)

unit

1.00

size : 1500 mm. x 750 mm. x 750 mm.(h)

unit

1.00

size : 1200 mm. x 750 mm. x 750 mm.(h)

unit

1.00

14

Providing & fixing fully glazed 12 mm. thk., 300 mm. high, non-
toughened clear float Glass, with polished edge fitted in front of
table top vertically keeping 50 mm. gap with counter top. The glass
to be fixed with 50 x 50 x 350 mm. high hard wooden post (@1500
mm. c/c apart) finished with 1mm. approved laminate with polished
wooden beading. The same partition will continue in between two
workstation also having wooden post at the end of the each table
top, complete as per design & direction. (for measurement, 350 mm.

height will be considered)

sq. ft.

80.00

15

Wall / column panelling

Providing & fixing in position wall / column panelling consisting of 6.0 mm thk. marine
grade ply 1S:710 with aluminium hat furring channel 22-25 @ 500 mm. both direction.
The face of the cladding is to be laminated with 1.0 mm. thk. laminate of approved
shade & groove design. The ply surface of the groove is to be melamine polish finished
of approved colour. The item is to be completed in all respects as per design &

zpproval of the architect

sq. ft.

280.00

16

Drop / Suggestion Box

Providing and fixing Drop /| Suggestion Box (400 x 600 x 150 mm.) made out of
19mm BWR Ply and finished with 1 mm. laminate and enamel painted insde. A 6" long
slitis to be made in the front for inserting letters etc. The shutter with necessary locking
arrangement & should have a glass panel at bottom. The work should be completed in
all respects as per design specification & approval of the architect,

17

Writing ledge

unit

1.00




(Sl NO-] Description

Unit

Qnty.

Rate (Rs.)

Amount (Rs.)

Providing & fixing writing ledge 1500 mm. long x 300 mm. wide x 1
per.de&gn mgqe out of 19mm MDF board with necessary groove patterns 1.0mm
lammatel. A. leldgr made of 19mm block board 1o be pl(widr;(l. White beach / white
ceader lipping with natural polish 1o be used in-all exposed areas, inside of writing
ledge to be enamel painted. Top of ledge will be of 12 mm. thk. float glass. The work to
be completed as per design and approval of the architect ‘

(0 mm. deep, as

18

Main Panel / DB Encasement

Providing and fixing Main Panel / DB Encasement in position fabricated out of marine
grade ply (IS-710) with 1 mm laminate finished for top, both sides and front with
necessary hardware including locks hinges and handles. Encasement will be having
louver and 6mm thk. Glass for seeing the indicator in both shutters.The exposed
sorface of 19mm block board will be finished with TW / white ceader lipping with
natural polish and inside of the encasement shall be finished with Fire proof paint. The

item is to be completed in all respect as per design, specification and approval of the
Architect

unit

7sq. ft

1.00

4000

19

Rolling Shutters Encasement

Providing & fixing Rolling Shutters Encasement with 3mm thick (0.5mm + 2 mm +
0.5mm) ACP in approved colours all complete with approved aluminium sub structure,
aluminium brackets, silicon sealants, gaskets, PVDF coating in approved colour etc. all
complete including bird/ vermin proof closer at the bottom and flashing at top, complete
as per instructions & drawings.

sq. ft.

120.00

21

Pin up notice Board

Providing, fitting in position 12mm thick pin-up board made of soft cork board finished
with the fabric (base rate Rs.300/- metre) as approved, matching with the colour
scheme of the banking hall with a R.W. moulding all around the edges. Size 6' X 4'

no.

1.00

22

WASTE BIN : Supply and Placeing of Waste Bin

No.

6.00

23

3M GLASS FILM : Providing & Fixing Birla 3M /Lunar make frosted film fixed on the
glass after cleaning and wiping glass surfaces free of any dust or foreign boodles and
then fixed plain approved pattern / design film on the glass as per detail drawing
inclusive making necessary cutouts, carting away unserviceable materials out of]
compound,cleaning the site etc. complete as per the site requirements and the
instructions of the Architect. (Mode Of Measurement - Length X Height)

No.

1.00

24

CIVIL REPAIRING WORK : Civil work for installation of AC, Laying of wire efc,
complete all respect.

Job.

1.00

25

FLOOR MAT : Supply and Placeing pvc floor mat

No.

6.00

26

DISMANTLING

Dismantling of existing banking counters, Cash Counters and all
existing partitions, false ceiling, Panelling as directed removing them
from the premises, shifting of almirahs from old position to the
designated areas in the premises & removing of the rubbish from site

as per local Municipality rules.

Job.

1.00

TOTAL




~ BOQFOR ELECTRICAL WORKS AT AMJHARA BRANCH, WBGB

Sl
No. Description Of Item Unit | Qnty. | Rate (Rs.) A;T;OSU)”*

2 |SWITCH NEAR METER

_— - - -

a |Providing and fixing 63Amp TPN HRC Type main switch in 16 gauge
sheet cubicle box. of L/T DH -200 25KA (near meter ) complete with | set

incoming and outgoing connections. :
b |Supply & installation of 2 nos. 32A DP Changeover switch to be fixed

and complete with one no.60A rated copper Bus bar for changing set

supply from one UPS to another with all accessories. 2
¢ [S//T/ICommissioning of 415V, AC 50 Hz, 100 Amp. Kitkat unit 4

3 |DISTRIBUTION BOARDS (All MCBs to be "C" series)

Proviqmg and fixing 12 way SPN double door DB for UPS SUPPLY
with incomer 1 no. 40 Amps DP MCB controlling 10 Nos. 6/10 Amp
SPMCB Complete. Unit | 1

b |Providing and fixing 12 way SPN double door DB for LIGHT &
POWER POINTS with incomer 1 no. 25 Amps DP MCB controlling 10 )
Nos. 6/10 Amp SPMCB Complete. Unit | 1

¢ |Providing and fixing 4 way TPN double door AC DB for LIGHT
POINTS with incomer 1 no. 40 Amps 4P MCCB controlling 12 Nos. )
16/ 20 Amp SPMCB Complete. (All MCBs to be "C" series) Unit | 1

4 |UPS INPUT/ OUTPUT

63 Amps/40 Amps DP MCB in MS enclosure box | unit ] 4 [

5 |CABLES

a |Providing and placing in position, testing and connecting 1.1 KV grade
Cu cable 3.5C x 35 sq. mm. with 2 Nos 10 swg Gl ECC by Gl bar and
saddles on wall/floorpass. Cable to be Including all necessary
terminals etc. complete.

b [Providing and placing in position, testing and connecting 1.1 KV grade
Cu cable 4-C x 16 sq. mm. with 2 Nos 10 swg Gl ECC by Gl bar and
saddles on wall/floorpass. Cable to be Including all necessary
terminals etc. complete.

¢ |Providing and placing in position, testing and connecting 1.1 KV grade
Cu cable 4-C x 10 sq. mm. with 2 Nos 10 swg G| ECC by Gl bar and
saddles on wall/floorpass. Cable Including all necessary terminals etc.
complete.

e |Providing and laying 2 x 6 sq. mm. & 1 x 1.5 sq. mm. FR PVC coated
copper conductors (1.1 KV grade) in pvc rigid pipe/capping-casing on
surface of wall duly clamping with necessary fittings and accessories
Including all necessary terminals etc. complete.

f [Providing and laying 4 x 6 sq. mm. & 2 x 2.5 sq. mm. FR PVC coated
copper conductors (1.1 KV grade) in pvc rigid pipe/capping-casing on
surface of wall duly clamping with necessary fittings and accessories
Including all necessary terminals etc. complete.

g |Providing and laying 2 x 4 sq. mm. & 1 x 2.5 sq. mm. FR PVC
insulated multi stranded copper wire in suitable size pvc rigid
pipe/capping-casing on surface of wall duly clamping with necessary
fittings and accessories for AC DB To Starters/Outdoor Units & Glow
sign board wiring Including all necessary terminals etc. complete.

h |Providing and laying 2 x 2.5 sq. mm. & 1 x 1.5 sq. mm. FR PVC coated
copper conductors (1.1 KV grade) in pvc rigid pipe/capping-casing on
surface of wall duly clamping with necessary fittings and accessories
from Light DB to Switch Boards & Power DB to Raw Power Point
Including all necessary terminals etc. complete.




No.

Description Of Item
Providing and laying 4 x 6 g

(:é:ﬁr(i\é gl'aﬁﬁ) in pve rigid. pipe/capping-casing on surface of wall duly
clamping wit necessary fittings and accessories for UPS Including all
necessary terminals etc. complete.

A-mm. FR PVC coated copper conductors |

Unit

Qnty.

30

Rate (Rs.)

Amount
(Rs.)

Prowdmg and laying2 x 2.5 Sgmm. & 1 x 1.5 sq. mm. FR PVC
m;ulated multi stranded copper wire in suitable size pvc rigid
p]pe/cappmg-casing on surface of wall duly clamping with necessary
fittings and accessories for UPS DB To Computers. Including all
necessary terminals etc. complete.

60

!

CABLE TERMINATION

Supplying, connecting the end terminations with copper
caple lugs, Single Compression Brass Cable Glands, Tapping,
Crimping etc. complete.

3.5 core 35 Sq mm Al. Armoured

unit

4 core 16 Sq mm Al. Armoured

unit

N

4 core 10 Sg mm Al. Armoured

unit

EARTHING

W|~NO|O|®

Earthing installations as per I.E. rules by making earth stations with
600 mm x 600 mm x 3.15 mm. thick copper plate electrode to be
installed such that its top edge shall be at a minimum depth. of 3.0
meter below ground level after preparation of ground with charcoal and
salt and connecting the MIP with 25 mm x 6 mm G.I. earth lead-in-strip
directly in ground by bolting and then brazing to the copper Plate
complete with G.1. bolts of suitable length double nuts and washers
including supply and fixing of 50 mm dia. partly perforated G.I. pipe
with funnel for watering arrangement. 3.0 m. long with 300 x 300 mm.
casting plate connection to be fitted with bitumen, the electrode to be
driven under G. L. to an av. depth of 3.15 m. The earthing installation
should be provided with 300 mm x 300 mm and 300 mm depth inside
dimension masonry inspection pit with C.l. hinged cover having locking
arrangements, test link of size 150 mm length x 25 mm x 6 mm copper
flat connected to copper earth lead-in-strip and restoring the surfaces
duly rammed.

unit

Providing and fixing Pipe Earthing (IS - 3043) 3.0m. deep with 40 mm.
dia. Gl pipe With perforations filled with alternate layers of Charcoal
and salt. The item includes Funnel on top in brick masonary chamber
with Cl cover for watering purpose complete.

unit

Providing and fixing Earth Bus Bar of 25 mm. x 6 mm. x 300 mm.
complete with brass nut, bolt, washer & bus insulator.

unit

Providing and fixing bare Copper Earth Wire 16 guage in pvc conduit
in Floor / walls From pipe earthing to Main Panel Board Complete.

40

POINT WIRING

Providing and fixing point wiring with same specifications as MAIN
point wiring above at 1:1

unit

20

Providing and fixing point wiring with same specifications as MAIN
point wiring above at 1:2

unit

25

Providing and fixing power point for CEILING / EXHAUST FAN points
with regulator with 1 x 2 pin 6Amp socket outlet to be provided at the
location of fan

unit

10

Supply and Fitting 5Amp Switch with box plate complete

Unit

30




3 -
Description Of Item Unit | Qnty. | Rate (Rs.) ﬁﬁa

No.
e |Providing & fixing Raw Power Point Includes 1 nos. 5 pin 15 AMP

Moo.@ and 1 no 15 Amp switch etc. complete with 1.1KV grade 2 nos
m_@mu_m. ooq_m 25sq. mm+1no. 15 sq mm ( Green colour for Earthing)
PVC insulated copper conductor wire (FRLS )through suitable size

PVC pipe on wall / ceiling surface with all wiring accessories.
unit 10

f|Providing & fixing Computer Plug Points with 3 Nos 5 pin 6 Amp
sockets,1 Nos 16 amp switch & one indicator lamp, complete with all
necessary accessories. The switch and indicator to be located above
the counter while sockets to be fixed below the counter, with 1.1KV
grade 2 nos. single core 2.5 sq. mm + 1 no. 1.5 sq mm ( Green colour
for Earthing) PVC insulated copper conductor wire (FRLS )through
suitable size PVC pipe on wall / ceiling surface with all wiring
accessories.

g |Providing and fixing A.C. power point wiring from AC DB with 1.1KV
grade 2 nos. single core 4.0 sq. mm + 1 no. 2.5 sq mm ( Green colour
for Earthing) PVC insulated copper conductor wire (FRLS )through
suitable size PVC pipe on wall / ceiling surface with all wiring
accessories. The work includes supply & fixing by chase cutting on
wall, North West /Cabtree make Starter 18-25A (MS housed) unit with
25A socket &matching Plug top complete with all interconnections for
1.0/1.5/2 Ton ACs.

h |Providing and fixing Glow Sign Board point including supply of timer,
thro. separate 20 Amp. DP MCB with metal enclosure complete.

unit 7

unit 4

unit 1

9 |ELECTRICAL FIXTURES
Item includes Providing, assembling, fixing, testing & commissioning
Following Fixtures including all accessories, lamps & extension chords
as maybe necessary complete. All LED / Flurescent fixtures (except
down lighters) to be hung from the RCC ceiling by 20 KG grade
adjustable Gl chain & in NON False ceiling area they are to be hung by
appropriate Down Rods.
Providing and Fixing Surface mounted luminaire suitable for HAVELLS
or similar : PHOTON PLUS LED TUBELIGHT : product code :
LHLDCLXENL8X018 or similar with Lamp type 18W LED 0
unit 1

e |Providing and Fixing Ceilling fans 1200 mm. sweep unit 6

f [Supplying & Fixing of exhaust fan heavy duty industrial type Crompton
225 mm sweep with 1400 RPM.

11 |DATA CABLING

providing and fixing 10U (information outlet unit) of AT & T make
including squre face plate MS housing box with RJ-45 socket etc

complete
b |Providing and fixing data points with CAT-6 UTP cable from system

room to individual points in 20mm PVC conduit fixed on wall, ceiling,

unit 2

unit 8

partition etc.
¢ |Providing and fixing Mounting (PATCH) cords one per port.

unit 8

d [1.0m. long

e [2.0m. long unit 8

12 |DISMANTLING

Dismantling of electrical items like light fitings, fan, wires, switches,
boards etc along with all allied items dismantling as per need of the

site Job. 1

TOTAL

LIST OF APPROVED MAKES FOR EUECTRICAL WORKS: ]




\/
Unit | Qnty. | Rate (Rs.) >ﬂ__~“=va

7 ,\n Description Of Item
/ No- -
| Mz witch/Socket/Polycarbonate box/ Fa
ce plate/ Surf
ace box/ Legrand/ Havells

|~

/" |conceal box & other accessories

Networking/Teleph i
g phone Accessories. (Cables CAT-6 / RJ 45) D-Link

Crompton / Havells

Ceiling fan/Exhaust fan/Wall fans (metal body) (white colour)
Legrand, Havells

_w_mmm_uccao: Boards (Double Door). VTPN/TPN/SPN

noém_w\w\_mv_w\moom\m_.ow. Breaking Capacity 10 KA. Legrand, Havells

- jﬂom 1100 V Grade Aluminium Armoured FRLS Finolex /Havells/Polycab

= > : \ Grade Copper Conductor FRLS Finolex /Havells/Polycab
.mqr_:@. Pit & Accessories Standard ISI grade.

Digital Timers L&T/GIC/Schneider/Legrand _|
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